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CONSTRUCTION DETAILS

A. Install handhole.

B. Install 37 PVC (Schedule 80) conduit (trenched) for the installation of the sampling and/or interconnect cables.
C. Install 6’ x 6’ loop detector encased in !/{ flexible tubing for sampling.

D. Install 1" liguid tight non-metallic flexible conduit for detector sleeve.

F. Install 3" PVC (Schedule 80) conduit (bored) for the installation of the interconnect cable.

G. Use existing handhole.

H. Use existing 4" PVC conduit for the installation of the sampling and/of interconnect cables.

J. Use existing 4” galvanized steel conduit for the installation of the sampling and/or interconnect cables.

K. Use existing 3” PVC conduit for the installation of the sampling and/or interconnect cables.

L. Use existing pole—-mounted cabinet and controller for the installation of the sampling and/or

interconnect cables. The cabinet shall be retrofitted with detector panel, rack power supply

and three 4-channel rack mounted amplifiers. P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
‘) Office of Traffic & Safely
TRAFFIC ENGINEERING DESIGN DIVISION
MD 173: EDWIN RAYNOR BLVD. NORTH TO
BAR HARBOR ROAD / RIVIERA DRIVE

. Use existing 2" PVC conduit for the installation of the sampling and/or interconnect cables.

Use existing 2 galvanized steel conduit for the installation of the sampling and interconnect cables.
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. Install 37 PVC (Schedule 80) directional bore electrical conduit+ for the installation of the interconnect cable.
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. Install electrical manhole for the installiation of the interconnect cable.
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R. Use existing base—-mounted cabinet and controller for the installation of the sampling and/or interconnect cables. STREET TRAFFIC STUDIES. LTD. YTV e —
. . . . . . . g - . . . . 400 Craln !_M,’,yw- DF‘?‘L\‘V‘:IV | :iig ] J ‘d"\,pf N Fo NU.

S. Use existing base—-mounted cabinet and controllier for the installation of the sampling and /or interconnect cables. Glen Burols, KD 21061 CHECKED BY: RR _ZACHERL{A¥ | sH.A NO.  XX1085185 3927X2 SHEET NO
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